PGT 50-1/70-1/60S-1/100S-1 / 150S-1

Table of performance parameters

Model PGT100S-1 PGT1508-1 PGT 60S-1 PGTT0-1 PGT30-1
Input Voltage AC30V AC30V AC380V AC2YV AC20V
Rated  Power 450w 630w 300w 300w 300w
Startup  Torgue 100Nm 150Nm 60N.m 60N.m 35Nm
No-load Running Time 25mn 2Smm 2min 15mm 15min
Maximum door weight 35m* 4m* Bm* Bm* 13m*
Mode of supportive power-control | Split type
Thermal protective temperature 120°C
Retarding Mechanism Mechanism completel y built with cooper worm wheels and worm rods
No-load rotating speed 241 min
Lubrication Oil submargmg
Noise <=33db
Mode of manual chain Universal cham style
Swift release upon power failure Pull-rope release(optional)
Max limited journey 20 rounds rotation of the output shaft
Type of limit switch precise micro-adjusting device with mechanical worm whed and worm rods
Diameters of the hole for output F2544mm
shaft
Ambient temperature -20°C~+45C
Working system 52 20%
A d V a n t a e S Protective level IP 54
Total weight 14KG [ 15k [ 13kG 14KG 13KG

1. Unique manual chain of universal design, can adapt to different installation requirements

2. The reduction gearbox adopts precision worm gear, worm fine drive and oil-immersed lubrication,
smooth transmission, low noise and long service life

3. Body surface coating processing, more beautiful and more durable

4. Double limit protection, more safe and reliable

5. Original motor built-in brakes, effectively reduce motor inertial, enhances the accuracy of the limit

6.Worm gear and worm fine adjustment device, make limit adjustment more convenient and accurate

Web :http://www.powergateoperator.com E-mail:powergateoperator@yandex.com



PGT 50-2/70-2 /60S-2 / 100S-2 / 150S-2

Table of performance parameters

Model PGT100S-2 PGT150S-2 PGT60S-2 PGI70-2 PGTS0-2
Input Voltage AC380V AC330V AC380V AC220V AC220V
Rated Power 450w 6350w 300w 500w 300w
Startup Torque 100N.m 150N.m 60N.m 60N.m 35N.m
No-load Running 25min 25min 25min 15min 15min
Time

Maximum door 35nr° 40my® 25 25nf 15m*
weight

Mode of supportive Split type

power-control

Thermal protective 120°C

temperature
Retarding Mechanism | Mechanism completely built with cooper worm wheds and womn rods
No-load rotating speed | 24rmim

Lubrication Oil submerging

Noise <=55db

Mode of manual chain | Unwersd chan style
Swift release upon Pull-rope release(optional)

power failure

Max limited journey 20 rounds rotation of the output shaft

Type of limit switch Abwplute encoder of electronic limit Mechanism

Diameters of the hole F2544pm

for output shaft
Ambient temperature -20°C~+45°C

A d V a n t a e S Working system s220%
Protective level P54
Total weight 14KG | 15kG | 3G | 12kG 13KG

1. Unique manual chain of universal design, can adapt to different installation requirements

2. The reduction gearbox adopts precision worm gear, worm fine drive and oil-immersed lubrication, smooth transmission,
low noise and long service life

3. Body surface coating processing, more beautiful and more durable

4. Lead to adopt high precision 14 absolute encoder of electronic limit mechanism. A great of improve the precision of limit

5. Original motor built-in brakes, effectively reduce motor inertial, enhances the accuracy of the limit

Web :http://www.powergateoperator.com E-mail:powergateoperator@yandex.com



PGT 100s-3

Table of performance parameters

Model | PGT100S-3
Input Voltage three-phase 220v
Rated Power 450w
Startup Torque 60N.m
No-load Running Time 25min
Maximum door weight 25m?
Mode of supportive power-control Split type
Thermal protective temperature 120°C
Retarding Mechanism Mechanism completely built with cooper worm
wheels and worm rods
No-load rotating speed 24rmin
Lubrication Oil submerging
Noise <=55db
Mode of manual chain Universal chain style
Operation mode slow start and slow down
Max limited journey 20 rounds rotation of the output shaft
Type of limit switch Absolute encoder of electronic limit Mechanism
Diameters of the hole for output shaft F 25.44mm
Ambient temperature -20°C~+45°C
A d V a n t a g e S Working system s2 20%
Protective level IP 54
Total weight 16KG

1. Unique manual chain of universal design, can adapt to different installation requirements

2. The reduction gearbox adopts precision worm gear, worm fine drive and oil-immersed lubrication, smooth transmission,
low noise and long service life

3. Body surface coating processing, more beautiful and more durable

4. Lead to adopt high precision 14 absolute encoder of electronic limit mechanism. A great of improve the precision of limit

5. With frequency conversion function, can realize slow start and slow stop function

Web :http://www.powergateoperator.com E-mail:powergateoperator@yandex.com



P(GT 50/70/60S/100S
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Advantages

temperature

Table of performance parameters
Model G100S G60S G70 G50
Input Voltage AC380V AC380V AC220V AC220V
Rated Power 450w 300w 500w 300w
Start up Torque 100N.m S60N.m 60N.m 35N.m
No-load Running 25min 25min 15min 15min
Time
Aaximum door 35m* 25m* 25m* 15m*
weight
Mode of supportive | Split type Split type Split type Split type
pow er-control
Thermal protective 120°C

Retarding Mechanism completely built with cooper wom wheels and womm rods
Aechanism

No-load rotating 24rmin

speed

Lubrication Oil submerging

Noise <=55db

Mode of manual
chain

Universal chain style

Max limited
journey

20 rounds rotation of the output shaft

Twvpe of limit switch

precise micro-adjusting device with mechanical worm wheel and worm rods

Diameters of the
hole for output
shaft

F 25.44mm

Ambient -20°C~+45°C

temperature

Working system s2 20%

Protective level IP 54

Total weight 14KG [ 13xG [14xG [ 13xG

1. Unique manual chain of universal design, can adapt to different installation requirements

2. The reduction gearbox adopts precision worm gear, worm fine drive and oil-immersed lubrication, smooth transmission,

low noise and long service life

3. Body surface coating processing, more beautiful and more durable

4. Double limit protection, more safe and reliable

5. Worm gear and worm fine adjustment device, make limit adjustment more convenient and accurate

Web :http://www.powergateoperator.com

E-mail:powergateoperator@yandex.com



PGT 40/60/560/100/S150

PGT6 PGTS6 PGT10 PGTS1
Model PGT40 o o o so
220V/S50H | 230V/ 380V 230V/5 280V
Powvier supply = S0Hz OHz
Rated povier ' 200w 370w 200w 450w S50wW
Protection grade PS4
Motor rotate speed 1400r/ min
Max. output torque | 40N'm el B 15.-?1N-
Max. limited journey 20 circle
Output shaft aperture ®25.4 mm
Limit switch Mechanical limit switch with micro adjusting device
Length of manual chain sm
Model of manual chain Universal chain
y 4 Environment temperature | -20°C~+70°C
I No—loading rotating speed : 22r/min
Adva nta e S Reduction ratio 1:58
s2, S52,10mi & 52,25 S2,10mi @ §2,25
g Work duty 10min n min n min

Oil immersed gear, durable aluminum alloy casing. e

Optional for built in control board or separately control unit, integratea receiver.

Keypad / single button interface.

Alarm lamp, Photo beam & safety beam interface.

mechanical limit switch.

Standard output shaft aperture dia.25.40 mm, using metal adapter can transfer to dia.40.00 mm.

Hand chain manual release systems for emergency purpose.

Table of performance parameters

120°C

Web :http://www.powergateoperator.com E-mail:powergateoperator@yandex.com



PGT 40B/60B/S60B/100B/S150B
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Advantages

Oil immersed gear, durable aluminum alloy casing.

Table of performance parameters

del PGTG60B PGTS6 | PGT100 | PGTS15
Mode PGT40B oB B oB
- | 220v/50 | 220V/50 | 280V | 220v/S0 | 380V
ovier supply bz Hz Hz
Rated power 200W 370w 200W 450w S550W
Protection grade PS4
Motor rotate speed 1400r/min
60N 'm 60N'm 100N*m 1S50N'm
Max. ocutput torque 40N'm
Max. limited journey 20 circle
Output shaft aperture ©25.4 mm

Limit switch

Mechanical limit switch with micro adjusting device

Length of manual chain

&M

Meodel of manual chain

Universal chain

Environment temperature =20°C~+70°C
Neo-loading rotating speed 22r/min
Reduction ratio 1:58
Work duty lsj‘,in SZ,Jr.,Drni :_:-2,25l'ni :a:Z,lei fZ.ZSmi
Thermal protection 120°C

temperature

Optional for built in control board or separately control unit, integrated receiver.

Keypad / single button interface.
Alarm lamp, Photo beam & safety beam interface.

mechanical limit switch.

Standard output shaft aperture dia.25.40 mm, using metal adapter can transfer to dia.40.00 mm.

Hand chain manual release systems for emergency purpose.

Web :http://www.powergateoperator.com

E-mail:powergateoperator@yandex.com




PGT 40/60/100/60S
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Table of performance parameters

]Unit Model PGT40 PGT60 PGT100 |PGT60S
Power Supply AC220V/50Hz AC380V ~ AC400V
Motor Power 300W 400W 550W 400W
Output Torque 40N.m 60NM 100N.m | 60N.m
Door Area 20 Sq.m. 30 Sq.m. 35Sg.m. |30 Sg.m.
Motor Size 232x151x368 mm
Limit Switch Mechanical limit switch
Qutput Shaft Aperture ©25.4 mm
Reduction Ratio 58:1
Remote Control Range =230 m
Recording of Up Remotes | 25
Frequency 433.92MHz

Adva ntages Ty o
Working Temperature -20°C~+70°C
Package Weight 15KG

Oil immersed gear, durable aluminum alloy casing.
Optional for built in control board or separately control unit, integrated receiver.

Keypad / single button interface..

Web :http://www.powergateoperator.com E-mail:powergateoperator@yandex.com



PGT 260S-1/260S-2/350S-1/350S-2/500S-1

Advantages

Unique manual chain of universal adopt to installation

The reduction gearbox adopts precision worm gear, worm fine
Body surface coating processing,

Double limit protection, more safe and reliable

Original motor built-in brakes,

Worm gear and worm fine adjustment, more convenient

Web :http://www.powergateoperator.com

Table of performance parameters

Model PGT260S-1 |PGI2608-2 |PGTI350S-1 |PGT3508-2 | PGT5008-1
Input Voltage AC380V AC380V AC380V AC380V | AC380V
Rated Power 800w 800w 1000w 1000w 1000w
Startup Torque 260N.m 260N m 350N.m 350N.m 500N.m
No-load Running Time 25min 25min 25min 25min 25min
Maximum door weight 50m? 50m? T0m? 70m? 100m?
Mode of supportive Split type

power-control

Thermal protective 120°C

temperature

Retarding Mechanism Mechanism completely built with cooper worm wheels and worm rods &

electric limit

No-load rotating speed

12r/min & 8r/min

Lubrication Oil submerging

Noise <=55db

Mode of manual chain Universal chain style
Swift release upon power | Pull-rope release(optional)

failure

Max limited journey

20 rounds rotation of the output shaft

Type of limit switch

precise micro-adjusting device with mechanical worm wheel and worm rods

Diameters of the hole for
output shaft

F 3235/40mm

Ambient temperature -20°C~+45°C

Working system 52 20%

Protective level IP 54

Total weight 26KG | 26KG | 28KG | 28KG | 28KG

E-mail:powergateoperator@yandex.com




Table of performance parameters

The reduction gearbox adopts precision worm gear, worm fine
drive and oil-immersed lubrication, smooth transmission

Body surface coating processing, more beautiful

Absolute value encoder mprove the precision of limit

With frequency function realize slow start and slow stop function

Web :http://www.powergateoperator.com

Unit Model PGT300DCL
Power Supply 220VAC/110VAC
Maximum gate weight 300Kg
Maximum gate width 8m
Motor 24VDC 100W
Output torque Max. 8N-m
Work duty 52 30min
Limit switch Electronic Limit
Gate Move speed 12m/min
Remote control range 230 meters
extra remote control 20
Frequency 433.92 MHz
Noise <60 dB
Working temperature -20°C ~ +50°C
Extra Battery 24V 1.3 Ah

E-mail:powergateoperator@yandex.com




PG T 500ACL/800ACL

Table of performance parameters
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Advantages

Intelligent charging system supplied.

MCU is supplied to control the gate operator.
Keypad / single button interface.

Photo beam safety beam interface.

User can select Auto-close feature

Soft start & soft stop.

Manual key release design for emergency purposes.

Gate operator has auto-reverse function
Web :http://www.powergateoperator.com

Model PGT500ACL PGT800ACL
Power supply 220V/50Hz;110V/60Hz 220V/50HZ110V/60Hz
Motor power 280W 360W
Gate moving speed 13m/min 13m/min
Maximum weight of gate 600Kg 800Kg
Remote control distance =30m =30m
Remote control mode Single button mode Single button mode
—_— Magnetic limit switch Magnetic lim# switch
i /sgring imit switch fsgmg imtswich
Noise =568 =560B
Working duty 2, 20min 52, 20min
Recording of up remote controls 25 25
Frequency 433.92 MHz 433.92 MHz
Working temperature -20°C~+70°C 20°C~+710°C
Package weight 16.42Kg 16.50Kg

E-mail:powergateoperator@yandex.com




Table of performance parameters

GT Model PGTB00ACL
e Power supply 220V/50Hz;110V/60Hz
Motor power 280W
Gate moving speed 12m/min
Maximum weight of gate 600Kg
Remote control distance =30m
\\\\ R = .
\\\\\ '\-\—\-\\\\ L Remote control m ode Single button mode
A dva N ta es Limit switch Magnetic limit switch
g Noise =58dB
Intelligent charging system supplied. Working duty S2. 15min
MCU is sur.JpIied to con’frol the gate operator. Recording ofup Femote Comtols %
Keypad / single button interface.
Photo beam safety beam interface. Frequency 433.92 Mz
User can select Auto-close feature Working tem perature -20°C~+70°C
Soft start & soft stop. Package weight 15.6Kg

Manual key release design for emergency purposes.

Gate operator has auto-reverse function
Web :http://www.powergateoperator.com E-mail:powergateoperator@yandex.com



PGT 1000ACL/1500ACL

Table of performance parameters
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Advantages
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Intelligent charging system supplied.

MCU is supplied to control the gate operator.

Keypad / single button interface.

Photo beam safety beam interface.

User can select Auto-close feature

Soft start & soft stop.

Manual key release design for emergency purposes.

Gate operator has auto-reverse function
Web :http://www.powergateoperator.com

Model SL1000ACL SL1500ACL
Power supply 220V/50Hz; 110V/60Hz 220V/50HZ 110V/60Hz
Motor power 400W S50W
(Gate moving speed 11-13m/min 1-13m/min
Maximum weight of gate 1000Kg 1500Kg
Remote control distance =30m =30m
Remote control mode Single button mode Single button m ode
. Magnetic limit switch Magretic limt switch
e fsgnng imitswich fsgmg imitswich
Noise =560B =580B
Working duty §2, 20min $2,20min
Recording of up remote controls 25 25
Frequency 433,92 MHz 433.92 MHz
Working temperature 20°C~+70°C -20°C~+70°C
Package weight 22 39Kg 23Kg

E-mail:powergateoperator@yandex.com
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O Power Gate Operator Tech

Control Sysyem & Gate Automation Specialist
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Main technical parameters
Servo Barrier  Gale BG2506 BG300s | BGA014 BG5025 | BG603S
=3.0m / Gr5mm =4.0m /@75mm =50m / =6.0m /
Boom LengivSectional Size | =2.5mi @75mm Octagoral Bar Octagonal Bar Octagonal Bar | Octagonal Bar
8046 mm B0%46 mm 8046 mm 8046 mm
OpeniClass Time 0.6 sec 1.8 5ec | 14820 2 5aec 3.5 sec.
Power 160W 100W
T o
ieiat 150W 100w
Max Power Consumplion -

tslandty)

Pawar Supply AC110-264V ( 47-63HZ
Control Voltage 24V DCima 300mA
Savico ife 510 million limes
Matar Ne-load Speed 3000rmin
e S T e 2,0mm stesl plate / ouldoor electrasiatic powder spraying
Driving Method Serva Motor + Planetary Reducsr
Protection Level P54
Operating Temperature | 2
Relative Humidly Bl o
Runriing Nolse <5008
Machine Case Size 332=323 x 880 mm
Package size 383 »4080 %1033 mm
Weight 51KG

WECHAT ID

PGTECH SERVO BARRIER GATE, HIGH SPEED HIGH QUALITY.

PGTECH. ALwasY FOR THE BEST!

b?

~—== Power Gate Operator Tech

URL
Linkedin

Control Sysyem & Gate Automation Specialist

; www.powergateoperator.com

: +86-17858340597 jones smith

Wechat/skpe : +86-17858340597 jones smith

Email

17858340597@163.com info@powergateoperator.com
: +86-17858340597 & +86-18857321899

Moble

‘powergateoparator@yandex.com

PGTECH

Servo Barrier Gate

Power Gate Operator Tech _____GT

Control Sysyem & Gate Automation Specialist



P(GT 535-4/655-4

Advantages

e For control and management of parking lots, toll gates

e Sine lever drive mechanism ensures quick opening and closi
¢ Oil immerged gear reducer.

e The unique transmission system ensures higher output torq:
e Auto-stop in the event of obstruction.Open (up) priority.

e Powerful balance spring.

e Self-locking in closed position.

e Manual release handle in case of power failure.

e Wiring terminals for red&green alarm lamp, loop detector and infrared photocells.
E-mail:powergateoperator@yandex.com

Web :http://www.powergateoperator.com

Model

Power supply

Motor power

Motor speed
Opening/closing time
Remote distance
Noise

Ambient temperature
Dimension

Straight arm length
Folding arm length
Fencing armlength

Weight

Qutput voltage interface

Cycles per hour

Service life

Table of performance parameters

PGT535-4

220%(1x10%)V 50Hz

180W

1400r/m

35s

30m

=62dB

-20°C~+45°C

360> 2305 1050

3m-5m

=45m

=4m

60KG

12v

200

One million

PGT655-4

220%(1£10%)V 50Hz

180W

1400r/m

5.5s

30m

=62dB

-20°C~+45°C

3602305 1050

4m-6m

B60KG

12V

130

One million



PGT 600/800/1000/1200

Table of performance parameters

Unit Model PGT600 PGT800 PGT1000 PGT1200
Power supply 220V/110v
Motor DC 24V
Output torque 600N 800 N 1000 N 1200N
Door area 9 Sq.m. 12 Sq.m. 16 Sgq.m. 20 Sg.m.
Door moving speed 12 cm/sec
Remote control range 230m
Extra remote control 25
Frequency 433.92mHz)
Advantages

Working temperature -20°C~+70°C

Exquisite appearance, and easy installation. Relativehenioty =0

DC24V motor, the affordable solution for sectional garage door. | T2"smitter power LSNPty

Built in control unit with 433.92 MHz receiver S Sauntena

Built in LED courtesy light

Setting buttons on the opener cover, convenient for programming.

C model rail length 3300mm for opening up to 2400 mm, include installation chain accessories and guide systems.
Available for pre-assembled traPGTs, 0.75m/pc, 1.1m/pc, total length 3 m or 3.3 m.

Soft start and slow stop function .
Web :http://www.powergateoperator.com E-mail:powergateoperator@yandex.com



PGT 750/1/750S/1500/1500S

Advantages

Frequency conversion motor by German Frequency

control unit, adjustable speed, max. to 2.0 m/sec.

Strong output torque, high efficiency and low power consumption.

The tin bronze worm gear box, no wear, lower noise.
Advanced brake systems, heat resistance grade F.
Action time fast, high frequency of use.
With high stability and reliability.

Web :http://www.powergateoperator.com

Table of performance parameters

Model PGT750 PGT750S PGT1500 PGT1500S
Motor protection class P54 IP54 IP54 1P54
Work duty 5$3,25% 53,25% 5$3,25% $3,25%
c°“t'°“§'a';;°t°‘5°“ P65 P65 P65 1P65
Power supply 220V,50Hz 380V,50Hz 220V,50Hz 380V,50Hz
Motor power 750W 750W 1500W 1500W
Rated speed 2800mpm 2800rpm 2800rpm 2800rpm
Rated current 4.24 2.6A 6A 3.7A
Standard reduction ratio 20:1 20:1 20:1 20:1
Max. door moving speed 2m/s 2m/s 2m/s 2m's
Max. door surface 15m* 30m? 25m? S50m?
Frequency converter 220V, 1.5KW | 380V, 1.5KW 220V, 2.2KW 380V, 2.2KW
Control voltage DC24v DC24v DC24v DC24v
Adjustable frequency 0-100Hz 0-100Hz 0-100Hz 0-100Hz
Absolute encoder 64 cydes 64 cycles 64 cycles 64 cycles
Release method Hand crank Hand crank Hand crank Hand crank
Environmental 20°C—+50°C | 20°C—+50°C | 20°C—+50°C | 20°C—+50C
temperature
Motor size 220X140X420 mm 240X160X470 mm
Motor weight 11.5Kg 15Kg
Control box size 390X280X180 mm 390X280X180 mm
Control box weight 9.25Kg 9.25kg

E-mail:powergateoperator@yandex.com




PGT 40/60/50/80/100

Advantages

The reduction gearbox adopts precision worm gear, worm fine
drive and oil-immersed lubrication, smooth transmission

Body surface coating processing, more beautiful

Absolute value encoder mprove the precision of limit

With frequency function realize slow start and slow stop function

Web :http://www.powergateoperator.com

Table of performance parameters

Model PGT40 PGT60 PGT30 PGI80 PGT100
- Input Voltage AC 39220V AC3* 22V AC3%20V AC3*20V AC39220V
Rated Power 800w 800w 1000w 1000w 1500w
Startup Torque 40N.m 60N.m 50Nm 80N.m 100N.m
No-load Running Speed | 135rmm 90t/ min 135 mm %0rmin r/min
Maximum door weight | Sm’ Sm* 120 16nr 5m*
Mode of supportive Split type

power-control

Thermal protective 120°C

temperature

Retarding Mechanism | Machanism conpletdy bullt wih cooper worm wheels ad worm rods

Working system §2-20mim s3-80%

Lubrication Ol submerging

Noise <=55d

Mode of manual chain | Universal chaim style

Swift release upon Pull-rope rdeaseoptional )

power failure

Max lmited journey 20 rownds rotation ofthe cutput shaft

Type of limit switch Absolute encoder of dectronic limit Mechanism

Diameters of the hole for | F25.44mm

output shaft

Ambient temperature -0°C~+45C

Protective level P34

Total weight YKG | 20kG | 25KG | 25KG BKG

E-mail:powergateoperator@yandex.com




GT

Access Control System

and Gatﬁ {lutomatzon Specialist Wochat  Id

DR, = =)

High speed door operator sliding gate operator swing gate operator section door operator garage door operator

URL:http://www.powergateoperator.com

|
DN E-mail:powergateoperator@yandex.com

Mobile;+0086-18857321899 / +86-17858340597



Table of performance parameters

The reduction gearbox adopts precision worm gear, worm fine
drive and oil-immersed lubrication, smooth transmission

Body surface coating processing, more beautiful

Absolute value encoder mprove the precision of limit

With frequency function realize slow start and slow stop function

Web :http://www.powergateoperator.com

Unit Model PGT300DCL
Power Supply 220VAC/110VAC
Maximum gate weight 300Kg
Maximum gate width 8m
Motor 24VDC 100W
Output torque Max. 8N-m
Work duty 52 30min
Limit switch Electronic Limit
Gate Move speed 12m/min
Remote control range 230 meters
extra remote control 20
Frequency 433.92 MHz
Noise <60 dB
Working temperature -20°C ~ +50°C
Extra Battery 24V 1.3 Ah

E-mail:powergateoperator@yandex.com




PG T 500ACL/800ACL

Table of performance parameters
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Advantages

Intelligent charging system supplied.

MCU is supplied to control the gate operator.
Keypad / single button interface.

Photo beam safety beam interface.

User can select Auto-close feature

Soft start & soft stop.

Manual key release design for emergency purposes.

Gate operator has auto-reverse function
Web :http://www.powergateoperator.com

Model PGT500ACL PGT800ACL
Power supply 220V/50Hz;110V/60Hz 220V/50HZ110V/60Hz
Motor power 280W 360W
Gate moving speed 13m/min 13m/min
Maximum weight of gate 600Kg 800Kg
Remote control distance =30m =30m
Remote control mode Single button mode Single button mode
—_— Magnetic limit switch Magnetic lim# switch
i /sgring imit switch fsgmg imtswich
Noise =568 =560B
Working duty 2, 20min 52, 20min
Recording of up remote controls 25 25
Frequency 433.92 MHz 433.92 MHz
Working temperature -20°C~+70°C 20°C~+710°C
Package weight 16.42Kg 16.50Kg

E-mail:powergateoperator@yandex.com




Table of performance parameters

GT Model PGTB00ACL
e Power supply 220V/50Hz;110V/60Hz
Motor power 280W
Gate moving speed 12m/min
Maximum weight of gate 600Kg
Remote control distance =30m
\\\\ R = .
\\\\\ '\-\—\-\\\\ L Remote control m ode Single button mode
A dva N ta es Limit switch Magnetic limit switch
g Noise =58dB
Intelligent charging system supplied. Working duty S2. 15min
MCU is sur.JpIied to con’frol the gate operator. Recording ofup Femote Comtols %
Keypad / single button interface.
Photo beam safety beam interface. Frequency 433.92 Mz
User can select Auto-close feature Working tem perature -20°C~+70°C
Soft start & soft stop. Package weight 15.6Kg

Manual key release design for emergency purposes.

Gate operator has auto-reverse function
Web :http://www.powergateoperator.com E-mail:powergateoperator@yandex.com



P(5 T 300/600/800/1000/8005/10005/13005/1500S

Advantages

e Die-cast aluminum housing guarantees a long useful life.

e Gear wheel is made of high quality steel, sturdy and durable.

e Limit switch enables precise adjustment of door

in up and down positions.
e A unique brake is provided for accurately stop the door.
e Quiet and stable operation.

e Safety device against roller chain break off.

Web :http://www.powergateoperator.com

Table of performance parameters

Max. liting capacity (PGT)

Model

220x(1£10%)V 50Hz

PGT300 300
PGT600 600
PGT800 800

PGT1000 1000
380%(1210%)V 50Hz
PGT800S 800
PGT1000S 11000
PGT1300S 11300

PGT1500S 1500

Qutput forque Motor Power Output rotate speed Max. lifting height weight

(N.m)

168

412

647

710

850

875

1400

1600

W)

250
300
550

550

550
550
600

800

{rpm)

6.2
6.5
51

55

5.1
55
6.4

49

(m)

15

i

7.5

8.5

8.5

8.59

E-mail:powergateoperator@yandex.com

(KG)

11.6

12.6

15.5

19.5

15.5

19.5

21

21

Chain

08B(41)
10A(50)
10A(50)

12A(60)

10A(50)
12A(60)
12A(60)

16A(80)



PG T 600AC/600ACU

Advantages

Compact structure, cost-effective.
Built in control board

Keypad / single button interface.

Alarm lamp, Photo beam & safety beam interface.
User can select auto-close function.
Optional for spring limit switch and magnetic limit switch

Manual key release design for emergency purposes.

Table of performance parameters

Type PGT600AC PGT600ACU
Power supply 220V, 50Hz 110V, 60Hz
Remote control range 230m
Max. gate weight 600Kg
Motor power 280W
Output torque 16 N'm
Work duty S2, 15 min
Spring limit switch
Limit switch
or magnetic limit switch
Remote control mode Single button
Frequency 433.92MHz
Output shaft height 46mm
Noise <58dB
Extra remote control 25 (2 induded)
Environmental temperature -20°C~+50°C
Gate moving speed 1im/min 13m/min

Automatic stop when hitting obstacle during opening, auto-reverse when hitting obstacle during closing.

Web :http://www.powergateoperator.com

E-mail:powergateoperator@yandex.com




PGT 400w/400WY

Advantages

e Oil immerged gear reducer.

e Manual release key in case of power failure.

e Excellent low-temperature grease ensures quiet and stable operation.
e Self-locking in closed position.

e Various color for plastic cover.24T output gear wheel is optional.

e Control board is available in a plastic box or integrated with the motor.

e Wiring terminals for button switch, keypad, alarm lamp and infrared photocell.

e Auto-reverse in the event of obstruction.Auto-close time 0-45 sec.adjustable.Pedestrian mode available.

Hopping code remote control with max. 100 pcs hand transmitters.

e Comply with industry standard of China 'Electric Gate Opener'
Web :http://www.powergateoperator.com

Table of performance parameters

Model

Power supply

Motor speed
Output torque
Motor power

Max. gate weight
Opening speed
Noise(no-load)
Output shaft height
Gear wheel

Control board

E-mail:powergateoperator@yandex.com

PGT400W

Single-phase
AC220x(1+10%)V 50Hz

1400 rpm

14 N'm

250W

600KG (19T), 400KG (24T)

10 m/min (19T), 12m/min (24T)
52 dB

58.5 mm

24T(19T optional)

PGT400WY

Integrated with the motor



PGT 600/600Y

Table of performance parameters

Model PGT600 PGTE00Y

Single-phase
Power supply
AC220x(1+10%)V 50Hz

Motor speed 1400 rpm
Qutput torque 14N-m
Motor power 250W
Max. gate weight 600KG
Opening speed 10 mymin
Noise (no-load) 56 dB
Qutput shaft height 58.5mm

Gear wheel 19T(24T optional)

Advantages

Control board
the motor

e The sliding gate operators are used to drive sliding gates for residential and industrial uses,
featured with powerful starting strength, capable of overwork at short time.

e Control board is integrated with the motor (PGT600Y).

e Safety Obstruction Reverse.

e Thermal protection.

e External remote controller is available.

e Available for push button, keypad, alarm lamp, photocells and remote controller.

e Comply with industry standard of The Ministry of Construction of the People 's Republic of China 'Electric Gate Opener’

Web :http://www.powergateoperator.com E-mail:powergateoperator@yandex.com



Table of performance parameters

16T

Advantages

Unit Model PGT300AC
Power supply 220v/110V
Motor power 200W
Output torque 350N-m
Door max surface 9Sq.m.
Work duty S2, 15min.
Limit switch Mechanical limit switch
Gate move speed 20am/sec
Remote control range 230 m

Built in control unit with 433.92 MHz receiver

Built in LED courtesy light

Extra remote control

25 (2 included)

Keypad / single button interface.

Alarm lamp, Photo beam & safety beam interface.

Mechanical limit switch

Manual key release design for emergency purposes.

Installation accessories with pull rod and bush.

Frequency 433.92mHz)
Noise <58dB
Working temperature -20°C~+70°C
Weight 14 kg

Available for two door openers mounted on each side for larger aoor.
Web :http://www.powergateoperator.com

E-mail:powergateoperator@yandex.com




PG T 500AC/800AC

Table of performance parameters

Type PGT500AC PGTB00AC
Power supply 220V/50Hz, 110V/60Hz 220V/50Hz; 110V/60Hz
Remote control range 230m
Remote control model Single button
Max. gate weight 600Kg 800Kg
Motor power 280W 380W
Output torque 14N'm 18N'm
- Work duty S2,15 min
A dva n ta g e S _ Limit switch e Spring limit switch or magnetic limit
Frequency 433.92MHz
Compact structure, novel appearance, easy installation, cost-effective.
Built in control board FEpESREON i
Keypad / single button interface. Wose <5808
Alarm lamp, Photo beam & safety beam interface. Extra remote control 25 (2included)
User can select auto-close function. Environmental temperature -20°C~+50°C
Optional for spring limit switch and magnetic limit switch Gate moving speed TImimin T3mimin

Manual key release design for emergency purposes.

Web :http://www.powergateoperator.com E-mail:powergateoperator@yandex.com



PG T 1400AC/2000AC

Advantages

Oil lubrication, generous appearance, heavy duty.
Compact structure, cost-effective.

Built in control board or separately control box.

Keypad / single button interface.

Alarm lamp, Photo beam & safety beam interface.

User can select auto-close function.

Optional for spring limit switch and magnetic limit switch

Manual key release design for emergency purposes.
Web :http://www.powergateoperator.com

Table of performance parameters

Type

PGT1400AC | PGT2000AC

Power supply

220V, 50Hz; 110V, 60Hz

Max. gate weight 1400Kg 2000Kg
Motor power 500W 750W
Output torque 32N-m 40N-m
Work duty S2, 15min
Output shaft height 56mm
S
Remote control range =30m
Remote control model Single button

Extra remote control

25 (2 induded)

Frequency 433.92MHz
Noise <60dB
Environmental temperature -20°C~+50°C

Gate moving speed

11im/min;13m/min

E-mail:powergateoperator@yandex.com




PGT 600/800/1000/1200

Advantages

Exquisite appearance, remarkable performance

Table of performance parameters

Unit Model PGT600 | PGT800 | PGT1000 PGT1200
Power supply 220v/110V

Motor DC 24V

Output torque 600N 800N 1000 N 1 200N
Door area 9 Sq.m. 12 Sgq.m. 16 Sq.m. 20 Sg.m.
Door moving speed 12 cm/sec

Remote control range >30m

Extra remote control 25

Frequency 433.92mHz)

Noise <56 dB

Working temperature -20°C~+70°C

Relative humidity

<90%

Transmitter power

27A 12V Battery

Courtesy light time

3minutes

DC24V motor, the affordable solution for sectional garage door.

Built in control unit with 433.92 MHz receiver

Built in LED courtesy light

Setting buttons on the opener cover, convenient for programming.

C model rail length 3300mm for opening up to 2400 mm, include installation chain accessories and guide systems.

Available for pre-assembled tracks, 0.75m/pc, 1.1m/pc, total length 3 m or 3.3 m.

Soft start and slow stop function

Web :http://www.powergateoperator.com

E-mail:powergateoperator@yandex.com



PGT 1000/1500

Table of performance parameters

Type PGT1000AC PGT1500AC
220V/50Hz; 220V/50Hz;
Power supply
110V/60Hz 110V/60Hz
Remote control range =30m
Remote control model Single button
Max gate weight 1000Kg 1500Kg
Motor power 400W 550w
Qutput torque 22N'm 32N-m
Work duty S2, 15min
Spring limit switch
Limit switch
or magnetic limit switch
0 Frequency 433.92MHz
Output shaft height 50mm
Advantages
Extra remote control 25 (2 included)
Run smoothly, unique appearance and powerful. Environmental temperature 2PC0C
Gate moving speed 13m/min 13m/min

Built in control board

Keypad / single button interface.

Web :http://www.powergateoperator.com E-mail:powergateoperator@yandex.com



PG T 800ACL/1400ACL

Advantages

Compact structure, cost-effective.

Built in control board

Keypad / single button interface.

Alarm lamp, Photo beam & safety beam interface.

User can select auto-close function.

Optional for spring limit switch and magnetic limit switch
Manual key release design for emergency purposes.

Web :http://www.powergateoperator.com

Table of performance parameters

PGT800ACL PGT1400ACL
Type

Power supply 220V, 50Hz; 110V, 60Hz

Max. gate weight 800Kg 1400Kg
Motor power 360W 500W
Output torque 22N-m 32N-m

Work duty S2, 15min
Output shaft height 56mm

Limit switch

Spring limit switch or magnetic limit
switch

Remote control range

=30m

Remote control model

Single button

Extra remote control

25 (2 included)

Frequency 433.92MHz
Noise <60dB
Environmental temperature -20°C~+50°C

Gate moving speed

1im/min;13m/min

E-mail:powergateoperator@yandex.com




PG T 600AC/600ACU

Advantages

Compact structure, cost-effective.

Built in control board

Keypad / single button interface.

Alarm lamp, Photo beam & safety beam interface.

User can select auto-close function.

Optional for spring limit switch and magnetic limit switch

Manual key release design for emergency purposes.

Web :http://www.powergateoperator.com

Table of performance parameters

Type PGT600AC PGT600ACU
Power supply 220V, 50Hz 110V, 60Hz
Remote control range =30m
Max. gate weight 600Kg
Motor power 280W
Output torque 16 N'-m
Work duty S2, 15 min
Spring limit switch
Limit switch
or magnetic limit switch
Remote control mode Single button
Frequency 433.92MHz
Output shaft height 46mm
Noise <58dB
Extra remote control 25 (2 induded)
Environmental temperature -20°C~+50°C
Gate moving speed 11im/min 13m/min

E-mail:powergateoperator@yandex.com




PGT 300DC

—

Adva ntages

Built-in control board, without backup battery.
Intelligent charging system supplied.

MCU is supplied to control the gate opener.
Keypad / single button interface.

Alarm lamp, Photo beam & safety beam interface.

User can select auto-close function.

Electronic limit switch and soft start & slow stop function.

Manual key release design for emergency purposes.
Web :http://www.powergateoperator.com

Table of performance parameters

Unit Model

PGT300DC

Power supply

240V/50Hz; 110V/60Hz

Maximum gate weight 300Kg
Motor power 24VDC 100W
Output torque 8N'm
Limit switch Electronic
Gate moving speed 13m/min
Remote control range =30meters

Remote control model

Single button

Extra remote control

25 (2 induded)

Frequency 433.92MHZ
Work duty S2 30min
Noise <60dB

Working temperature

=209C ~. 4-50°C

Backup battery

E-mail:powergateoperator@yandex.com




PG T 500DC/800DC

Advantages

Built-in control board, without backup battery.

Intelligent charging system supplied.

MCU is supplied to control the gate opener.

Keypad / single button interface.

Alarm lamp, Photo beam & safety beam interface.

User can select auto-close function.

Electronic limit switch and soft start & slow stop function.

Manual key release design for emergency purposes.
Web :http://www.powergateoperator.com

Table of performance parameters

Unit Model

PGT500DC

PGT800DC

Power supply

240V/50Hz; 110V/60Hz

240V/50Hz; 110V/60Hz

Maximum gate weight 500Kg 800Kg
Motor power 24VDC 120W 24VDC 200W
Output torque 10N-m 18N-m

Limit switch Magnetic limit switch
Gate moving speed 13m/min
Remote control range 230meters
Remote control model Single button

Extra remote control

25 (2 induded)

Frequency 433.92MHZ
Work duty S2 30min
Noise <60dB

Working temperature

-200C ~ +50°C

Backup battery

E-mail:powergateoperator@yandex.com




PGT 400AC

Advantages

Safe and reliable performance.

Adjustable moving speed.

Keypad / single button interface.

Alarm lamp, Photo beam & safety beam interface.

User can select auto-close function.

Integrated mechanical limit switches that

Available for installs 2 openers or 1 opener with a single control box.
Available with articulated arm or sliding arm.

Manual key release design for emergency purposes.
Web :http://www.powergateoperator.com

Table of performance parameters

Model PGT400AC
Power supply 220V/50Hz; 110V/60Hz
Motor power 200W
Output torque 350N-m
Speed 1.75rpm
Driving method linkage
Maximum gate weight 400 Kg
Max single-leaf length 3.0 meters

Limit switch Mechanical limit switch
Remote control range =30m
Frequency 433.92mHz
Remote control mode Single button
Noise <58dB
Duty cycle S2, 15 minutes
Extra remote control 25
Environmental temperature -20°C ~+70°C

E-mail:powergateoperator@yandex.com




PGT 300DC

IGT

Advantages

DC motor, compact structure, smooth operation and low noise.

Optional for Stroke length 29 cm and 49 cm.
Separately control box

Keypad / single button interface.

Alarm lamp, Photo beam & safety beam interface.
User can select auto-close function.

Manual key release design for emergency purposes.
Automatic stop when hitting obstacle during opening,

auto-reverse when hitting obstacle during closing.

Web :http://www.powergateoperator.com

Table of performance parameters

Unit Model PGT300DC
Power supply AC220V/110V
Motor power DC24V 140W

Driving method

Screw driven piston type

Max stroke

29/49 cm

Max speed

1.5cm/sec

Operating cycle

20 second per 90 (approx.)

Max. gate weight

300 Kg/Leaf

Max. single-leaf length 25M
Gearbox Worm gear
Work duty S2 30min
Remote control range 230 meters
Frequency 433.92mHz
Extra remote control 25 (2 induded)
Environmental temperature: -20 to +70C
Weight 17 Kg

E-mail:powergateoperator@yandex.com




T 50/50S-1/75S-1

Table of performance parameters

Type

Input Voltage

Motor Speed

Qutput Rotational Speed
Qutput Torque

Motor Power

Limit the maximum number of laps

Aperture of Qutput Shaft

Keyway Size

Thermal Protection Temperature

Working System
Operating Ambient Temperature

Overall Dimension

Advantages

e The safe and reliable disengaging wrench facilitates the installation of users,

e Having a thermal protection function, and high safety and reliability; ] o3

e Above IP54 of safety protection class;

PGT50
220%(1+10%)V 50Hz
1400rpm

32rpm

30N.m

300w

The output shaft may turn 28

laps

@254mm

6mm

120C

52:20% S3:10min

-20C~+45C

1004 233 360

12KG

16m°

e The low-temperature lubricating oil ensures that the machine runs stably, has low noise and a long service life

e Mechanical and electrical integration; the devices such as a remote control,
a safety air bag and a photoelectric switch are optional;

Convenient and accurate stroke adjustment;

e The performance parameters of the product are completely in accordance with the industrial standard of

Web :http://www.powergateoperator.com

PGT50S-1
380x%(1+10%)V 50Hz
1400rpm

32rpm

50N.m

400W

The output shaft may turn 28

laps
@25.4mm

6mm

120C

52:25% S3:15min

-20C~+45C

10042334 360

12KG

25nt

E-mail:powergateoperator@yandex.com

PGT755-1

380%(1+10%)V 50Hz

1400rpm
24rpm
75N.m

400W

The output shaft may tu

laps

@25.4mm

emm

120C

$2:25% S3:15min
-20C~+45C
100 233 360
12KG|

32nt



P(GT 40/70S

Model PGT40 PGT70S
Power supply 220%(1£10%)V 50Hz 380%(1x10%)V 50Hz
G T Motor rotate speed 1400 rpm 1400 rpm

—— Output rotate speed 24 rpm 24rpm

Output torque 40 N.m 70N.m

Motor power 300W 400W

Max. rotation 28 cycles 28 cycles

Barrel diameter ©25.4 mm 2254 mm

Flat key 6 mm 6 mm

Thermal protection 120°C 120°C

Table of performance parameters

f Work duty $2:20% S3:10min $2:25% S3:15min
A d Va n t a e S Ambient temperature -20°C~+45°C -2(PC~+45°C
g "I Dimensions 1005 233>« 350 100% 233 350
e Compact structure and light weight.Thermal protection. weigt —— —
e Protection class: IP54 Door 18 e 30n7

e Excellent sub-zero grease ensures quiet and stable operation, suitable for cold area.

e Mechanical & electrical integration.

e Wiring terminals for remote control, push button, pressure sensor and infrared photocell.

e Pull down the red knob, the door can be moved manually. Pull down the green knob, the door can be moved electrically.

e Semi-automatic release mechanism ensures long life, safe and reliable.

Web :http://www.powergateoperator.com E-mail:powergateoperator@yandex.com



GGT 60-1/120S-1/200S-1

Table of performance parameters

[Model PGT60-1 PGT1205-1 PGT200S-1
Power supply 220%(1£10%)V 50Hz 380x(1+10%)V 50Hz 380%(1:10%)V 50Hz
Motor rotate speed 1400 rpm 1400 rpm 1400 rpm
11} i Output rotate speed 24 pm 24 pm 24rpm
o Output torque 60N.m 120 N.m 200N.m
w:.Y
‘ Motor power 500W 700 W 300W
@’ Max. rotation 18 cycles 18cycles 18 cycles
- A
A‘ Barrel diameter 225.4 mm 925.4 mm 2254 mm
Flat key 6 mm 6 mm 6 mm
Thermal protection 120°C 120°C 120°C
! Work duty 52:20% S3:10min §2:25% S3:20min $2:25% S3:20min
3 I Ambient temperature -20°C ~+45°C -20°C ~+45°C -20°C ~+45°C
L . ‘ Dimensions 120 290 447 120% 290 % 447 120% 290 447
Adva ntages
Door 30m* 45 55m°

e Powerful starting torque.Compact structure and light weight.Thermal protection.

e Protection class: IP54

e Excellent sub-zero grease ensures quiet and stable operation, suitable for cold area.

e Mechanical & electrical integration.

e Wiring terminals for remote control, button switch, pressure sensor and infrared photocell.
e Easy to set limit switch.

e Pull down the red knob, the door can be moved manually. Pull down the green knob, the door can be moved

Web :http://www.powergateoperator.com E-mail:powergateoperator@yandex.com



T 400/400S-1

Table of performance parameters

irype

Power supply

PGT400

220x(1+10%)V 50Hz

PGT400S-1

380x%(1£10%)V 50Hz

Motor rotate speed 960 rpm 1400 rpm
Output rotate speed 9 rpm 13 rpm
Output torque 200N.m 400N.m
Motor power 300w 1200W
Max. rotation 20 cycles 20 cycles
Barrel diameter 240 mm 240 mm
N Flat key 10 mm 10 mm
‘}" Thermal protection 120°C 120°C
') \i’ Work duty 52:20% S3:10min §2:25% S3:20min
A d V a‘;\ﬁ t a e S Ambient temperature -20°C~ +45°C -20°C~+45°C
g Dimensions 153% 334480 153%334: 480
Powerful starting torque.Thermal protection. gk e i
Door 50 m* 80 nv

e Protection class: IP54.

e Excellent sub-zero grease ensures quiet and stable operation, suitable for cold area.

e Mechanical & electrical integration.Wiring terminals for remote cotrol, button switch, pressure sensor and infrared photocell.

e Manual override in case of power failure.Easy to set limit switch.

e A safety device is used to prevent the door from falling.
e Comply with the industry standard of China 'Commercial Sectional Door Operator’

Web :http://www.powergateoperator.com E-mail:powergateoperator@yandex.com



Advantages

e In the event of power failure, the hand chain makes it possible to open and close the door manually.

e Powerful starting torque.
e Hopping code remote contorl.

e Contains electromagnet brake.

e Wiring terminals for wicket door, pressure sensor and infrared photocell.

e Open priority, interlock function.

Web :http://www.powergateoperator.com

Table of performance parameters

Type

Power supply

Motor speed

Motor power

Output torque
Output shaft aperture
Key

QOutput speed

Max. rotation
Ambient temperature
Dimensions

Net weight

PGT500s

380V/50Hz

720rpm

1500W

500N.m

@40mm

12mm

12r/min

18 cycles
-20°C~+45C
665X375X210 { mm)

35KG

E-mail:powergateoperator@yandex.com
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